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VK-8009-5E

CAT5E KEYSTONE JACK

® | SA Block
e UTP, 90 Degree
® Cover Design

VK-8010-C5E

VK-8011-C5E

CAT5E KEYSTONE JACK

CAT5E KEYSTONE JACK

® Dual Block
® Unshielded
® 180 Degree
® Snap-in ,for patch panel,RJ45

® | SA or Dual Block
e UTP, 180 Degree
® Snap-in ,for patch panel,RJ45

VK-8012-C5E

VK-8013-C5E

VK-8010S-C5E

CAT5E KEYSTONE JACK

CATS5E KEYSTONE JACK

CAT5E KEYSTONE JACK

® | SA or Dual Block
e UTP, 180 Degree
® Shutter Design

VK-8520S-C5E

CAT5E KEYSTONE JACK

® 110 Block
® Shielded Type, 90 Degree
® 6 to 50u" gold plated
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® Tooless Type
e UTP, 90 Drgree
® Cat3,Cat5E,Cat6 Available

® Dual Block
® Shielded,180 Degree

® For installation in modular distribution

panels and outlets
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CAT5E KEYSTONE JACK

Dual Block

Shielded Case:0.25mm thickness Brass with Ni plated
Category 5E component certification
Suitable for Awg23-Awg26

Shielding Protects Against EMI/RFI interference



